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EGC1.55400 106 X X X X X X X A 1

EGC1.55401 106 X X X X X X X X X A 1

EGC1.55402 106 X X X X X X X X X X A 1

EGC1.55412 106 X X X X X X X X X X X B 1

EGC1.55422 106 X X X X X X X X X X X C 1
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IjAByqDIMENSIONS Ij

Tobemounted in factorydesigned locationsor in the frontbum-
per recesses.
R10homologationconcernselectromagnetic compatibility. They
do not emit electromagnetic interference as well as they are re-
sistant to it’s influence.
Correct polarity required.
Dedicated application:
A - Chevrolet Camaro (70-81)

Ford Mustang (73-81)
Jaguar XJ (68-92)
Jeep Wrangler: TJ (97-06), CJ7 (76-86), JK (07-17)
Land Rover Defender (from 1983)
Lada: Niva 2121, Niva 2131
Mazda MX-5 (89-98)
Suzuki Samurai SJ (81-98)

B - Mercedes G class
W460, W461 (1979-1990)
W463 (1990-2005)

C - VW Golf I (1974-2009)

IjAByq/ADDITIONAL INFORMATION Ij/

ϕ178/169x96
passing, driving, position, daytime
running
HCR, A, RL
right-hand
17.5
LED
11/11W, 1.4W, 5.5W
12V-24V DC
FF
IP67, IP69K
aluminium
glass
-

dimensions:
light functions:

function markings:
traffic:

reference mark:
source of light:

maximum power:
nominal voltage:

optics:
IP rating:

housing’s material:
lens’ material:

built-in connectors:

TECHNICAL DATA / FEATURES Ij/ IjAByq/


