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LOR9.49310 X X X 2 1

LOR9.49320 1GA 996 161-351 X X 2 1

LOR9.49321 1GA 996 161-351 X X X 2 1
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1                     2                    4                     8                    16                  32                [lx]

LOR9

Lamp positioning:

14º from the vertical plane

h=2,5m

Illumination

of 1 lux

is sufficient light to read

a newspaper
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IjAByqDIMENSIONS Ij

Work lamps are used to illuminate working space near vehicles,
tractors, slow-movingmachines and any other places where in-
dicated voltage is available.
Mounting: factory prepared places, built-in to vehicle’s recess.
Useful parts while installing:
deutsch plug DT06-2S 2-pin - cat. No. A.07135
AMP SuperSeal 1,5 plug 2-pin - cat. No. A.07137

IjAByq/ADDITIONAL INFORMATION Ij/

167x106x74
H3
70W
12V-24V DC
standard
62° x 24°
IP67
plastic
black
glass
Deutsch DT, AMP SuperSeal 1.5

dimensions:
source of light:

maximum power:
nominal voltage:

optics:
light distribution angle:

IP rating:
housing’s material:
housing’s colour:

lens’ material:
built-in connectors:

TECHNICAL DATA / FEATURES Ij/ IjAByq/


